
UTILITE™

INTERLOCKING WALL & CEILING PANELS

Near Seamless Appearance
The interlocking nature of Nudo’s 
UtiLite wall and ceiling panels offers a 
near seamless appearance! 

Multiple Sizes Available
Lengths: 8’, 10’, 12’, 16’ and 20’
Widths: 16” and 24”
Nominal Thickness: .400”

Drop-In Ceiling Panels: 2’ x 2’ and 2’ x 4’ 
Nominal Thickness: .300”

Certifications
•	 Meets LA County Requirements for 

Walls and Ceilings 
•	 Meets USDA Requirements for 

Walls and Ceilings 
•	 Meets FDA Requirements for Walls 

and Ceilings 
•	 CIF - ULCS 102.2 - Class A

UtiLite Offers Easy Installation
UtiLite is one of our most popular product lines
due to its attractive price point and ease of 
installation. The interlocking edges provide a 
near seamless appearance, while reducing 
installation time.These versatile panels can be 
installed quickly, both vertically or horizontally, 
directly to studs or substrate.



1500 Taylor Avenue
Springfield, IL 62703
www.Nudo.com

Ph: 	 800.826.4132
Fax: 	217.528.8722

A VERZATEC COMPANY

Form 1056.L.Rev10.2023

Visit www.Nudo.com or
contact our local dealer for details.

NUDO’s UtiLite is made in the US and offers extreme durability for medium traffic applications. It 
features water and moisture resistance and has high reflectivity.

•	 100% moisture resistant
•	 Will not corrode
•	 Ideal for high water          

exposure areas
•	 Clean, smooth, bright 

white surface
•	 92% light reflectivity

•	 Meets USDA, FDA             
requirements

•	 Class A fire-rated
•	 Interlocking panels
•	 Drop-in ceiling panels
•	 Lightweight panels
•	 Ease of installation

Features & Benefits of UtiLite

UTILITE INTERLOCKING PANEL UTILITE DROP-IN CEILING PANEL


